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Handling Equipment

MTS1 and MTS3
Pipe rotator

MTS1 and MTS3 are used for supporting workpieces with  

 different diameter and length.

Positioning of the workpiece with headstock and positioner.

Ordering information

Pipe rotator MTS1 0370 251 057
Pipe rotator MTS3 0370 251 058

Technical data MTS1 MTS3

Max loading capacity, ton 1 3

Vessel size, Ø mm (in.) 100-610  (3.94-24.02) 150-914  (5.9-36)

Roller type PU Black PU Black

Roller size, mm (in.) 150  (5.9) 200  (7.87)

Weight, kg (lbs.) 198  (436.5) 335  (738.5)

Dimensions, LxWxH, mm (in.) 635x1020x500  (25x40.2x19.7) 800x1310x550  (31.5x51.6x21.7)

HPS-3T
Pipe rotator

The HPS pipe rotator is used for supporting tubes with diameter  

 from 100 to 1000 mm (3.9 to 39 inch).

A manually operated hydraulic system will set the rollers for the  

 diameter requested.

Ordering information

Pipe rotator HTS-3T 0370 251 044

Technical data MTS3

Max loading capacity, ton 3

Workpiece size, Ø mm (in.) 100-1000

Roller size, mm (in.) 200  (7.87)

Weight, kg (lbs.) 345  (761)

Dimensions, LxWxH, mm (in.) 1500x1100x710  (59x43.3x28)


