
P n e u m a t y k a

Złącza kłowe

Armatura gwintowana 
Redukcje i kształtki

materiał: mosiądz niklowany lub stal niklowana

- 110 -

P n e u m a t y k a

GZ
GZ

NYP-M5 RED1/8Z-M5 - - - -

RED1/8Z-M5 NYP1/8" RED1/4Z-1/8Z RED3/8Z-1/8Z RED1/2Z-1/8Z -

- RED1/4Z-1/8Z NYP1/4" RED3/8Z-1/4Z RED1/2Z-1/4Z -

- RED3/8Z-1/8Z RED3/8Z-1/4Z NYP3/8" RED1/2Z-3/8Z -

- RED1/2Z-1/8Z RED1/2Z-1/4Z RED1/2Z-3/8Z NYP1/2" RED3/4Z-1/2Z

- - - - RED3/4Z-1/2Z NYP3/4"3/4" GZ

Łączniki  z gwintem zewnętrznym 

M5 GZ

1/8" GZ

1/4" GZ

3/8" GZ

1/2" GZ

M5 GZ 1/8" GZ 1/4" GZ 3/8" GZ 1/2" GZ 3/4" GZ

GW
GW

MUFA M5 RED1/8W-M5W - - - -

RED1/8W-M5W MUFA1/8" RED1/4W-1/8W RED3/8W-1/8W RED1/2W-1/8W -

- RED1/4W-1/8W MUFA1/4" RED3/8W-1/4W RED1/2W-1/4W -

- RED3/8W-1/8W RED3/8W-1/4W MUFA3/8" RED1/2W-3/8W -

- RED1/2W-1/8W RED1/2W-1/4W RED1/2W-3/8W MUFA1/2" RED3/4W-1/2W

- - - - RED3/4W-1/2W MUFA 3/4"3/4" GW

M5 GW 1/8" GW 1/4" GW 3/8" GW 1/2" GW 3/4" GW

Łączniki z gwintem wewnętrznym 

M5 GW

1/8" GW

1/4" GW

3/8" GW

1/2" GW

GW
GZ

- RED1/8W-M5Z - - - -

- RED1/8Z-1/8W RED1/4W-1/8Z RED3/8W-1/8Z RED1/2W-1/8Z -

- RED1/4Z-1/8W RED1/4Z-1/4W RED3/8W-1/4Z RED1/2W-1/4Z -

- RED3/8Z-1/8W RED3/8Z-1/4W RED3/8Z-3/8W RED1/2W-3/8Z -

- RED1/2Z-1/8W RED1/2Z-1/4W RED1/2Z-3/8W RED1/2Z-1/2W RED3/4W-1/2Z

- - RED3/4Z-1/4W RED3/4Z-3/8W RED3/4Z-1/2W RED3/4Z-3/4W3/4" GZ

Redukcja z gwintem zewnętrzno- wewnętrznym

M5 GW 1/8" GW 1/4" GW 3/8" GW 1/2" GW 3/4" GW

M5 GZ

1/8" GZ

1/4" GZ

3/8" GZ

1/2" GZ

GW
GW

- - - - -

- KOL1/8 WW - - -

- - KOL1/4 WW - -

- - - KOL3/8 WW -

- - - - KOL1/2 WW

- - - - -3/4" GW

M5 GW

1/8" GW

1/4" GW

3/8" GW

1/2" GW

Kolano z gwintem wewnętrznym

M5 GW 1/8" GW 1/4" GW 3/8" GW 1/2" GW 3/4" GW

GZ
GZ

- - - - - -

- KOL1/8 ZZ - - - -

- - KOL1/4 ZZ - - -

- - - KOL3/8 ZZ - -

- - - - KOL1/2 ZZ -

- - - - - KOL3/4 ZZ3/4" GZ

M5 GZ

1/8" GZ

1/4" GZ

3/8" GZ

1/2" GZ

Kolano z gwintem zewnętrznym 

M5 GZ 1/8" GZ 1/4" GZ 3/8" GZ 1/2" GZ 3/4" GZ

KŁO KŁO KŁO

do węża z gwintem zewn. z gwintem wewn. zaś lepka

rozmiar przewodu: Ø 10; 13;

16; 19; 25; 32; 38;

rozmiar gwintu: 

3/8”,1/2”,3/4”, 1”, 1 ¼”, 1 ½”

rozmiar gwintu: 

3/8”,1/2”,3/4”, 1”, 1 ¼”, 1 ½”


